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LED A  ( 3mm) Max Type Min
Colour Red

Technical SpecificationTechnical Drawing

Current   Low Current (mA) 2

Wavelength  (nm) 620 630 640
Current Standard (mA)

Viewing Angle 70°
Brightness (mcd) between: 40 60 80

Colour Red

Colour Green
LED B  ( 3mm) Max Type Min

Current   Low Current (mA) 2
Front View LED Connection Left Side minus  (-)) Right Side plus (+)

80

Current   Low Current (mA) 2
Current Standard (mA)
Wavelength  (nm) 565 570

40 60
575

Colour Green
Viewing Angle 70°
Brightness (mcd) between:

Right Side plus (+)Front View LED Connection Left Side minus  (-))
Current   Low Current (mA) 2

3mm LED-Holder with LED -
Assembly Specification
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Spezial 

Ordering Informations

Spezial 

- R

RD= Red LED- GN= Green 

RD GN 0

LEDB Spezial 
Function

N18025 BU0

Serie ROHS PackingSpezial 
Function

LED A

0= No function 0= No function R= ROHS BU= Bulk-RD= Red LED-
Specification 

like table

GN= Green 
LED-

Specification 
like table

0= No function 0= No function R= ROHS 
Conform BU= Bulk-

Ware 

TR= Tape 
Reel 

3mm LED-Holder with LED -
Assembly Specification

Jamy Sheet No. 
MATL: Wilson TOLERANCE Mason
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Soldering Profile Curve

3mm LED-Holder with LED -
Assembly Specification

Part No.: N18025
MATL: Wilson TOLERANCE

Copyright by S.Tiede

Sheet No. 3 from 3
www.edcon-components.com email: info@edcon-components.com

Customer: DRW: Jason CHKD Wilson
FINISH JamyAPPD: Schumi

Part No.: N18025
Mason DATE 12.03.2024


