
Lifetime: 1500 cycles
Soldering Process: Wafe only

Contact Plating: Selective Gold plated
Shielding: Brass Ni plated

Color:

>1000 M Ohm 

Black
Contact Material: Copper Alloy
Contact Type: Stamped

EDCON-COMPONENTS

Current Rating: 1,0A max.
Operating Temperature: .- 40°C to  + 105°C

Voltage Rating: 30 VAC
Drawing ( dimensions all into mm)Specifications

20m Ohm max.
Withstanding Voltage: 750VAC min.

Material Housing:
Insulator : PBT

THT Mini USB B Connector  
straight Version

Insulation Resistance:

Contact Resistance:

Wilson

PCB Layout
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T64042 -

BK= Black 
Color

XX= No 
function

EDCON-COMPONENTS

Ordering Informations

Serie Color Inside
Special 
function

ROHS Packing

BK XX R BU

R= ROHS 
conform

BU= Bulk 
Ware

TY= Tray 
Packing

Part No.: T64042 -

THT Mini USB B Connector  
straight Version

DRW: Jason CHKD Wilson MATL: Wilson TOLERANCE Mason DATE 05.02.2014
Customer: 

APPD: Schumi FINISH Jamy
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N= NON 
ROHS 

conform
IV= Individual 

Packing


