EDCON-COMPONENTS

Specifications
Features
Surge overload rating - 50amperes peak
Ideal for printed circuit boards

BoOHS

Lead Free

EDBC

COMPONENTS
A MEMBER OF EDCON-GROUFP
Technical Drawing (Unit: inch(mm)

Reliable low cost construction utilizing molded plastic technique results in inexpensive product E :: A
: A
Mechanical Data
Molded plastic body over passivated junctions.
Terminals: plated leads solderable per MIL-STD 750 Method 2026
Polarity symbols marked on body. i~
Weight 0,22gram D -
Maximum Ratings & Electrical Characteristics Rating s at 25C ambient temperature
Sym bols| woosm | woim | wozm | woam [ woem | wosm | wiom | Unit —
agipi ."- - -."'.
Maximum reecurrent peak reverse Voltage VRRM 50 100 200 400 600 800 1000 Volt 1 l
¥y | E |* .| E
Maximum rms Input voltage VRMS | 35 70 140 | 280 | 420 | s60 | 700 | volt _}”‘_ - TR /! "‘FII_
Maximum dc blocking Voltage vDC 50 100 200 400 600 800 1000 Volt 4. "_‘
Maximum average forward rectified current 15 Amps _Dimensions I I
Peak forward surge current, 8,3mS single half mm
sine wave superimposed on rated load %0 Amps min max.
12t Rating for fusing (t<8,35ms) 5,0 Alsec A 7,6 8,6
Max. forward voltage drop p. elem. At 1,0A peak 1,0 Volts B 4,6 5,6
Maximum DC reverse current at rated DC blocking 10,0 PA C 30,5
voltage per element T=25C / T=100T 1000,0 pf D 32,3
E 4,6 5,6
F 0,71 0,81
Operating Temperature . -55C ~ +125TC T Round Bridge Rectifier 1,5A
Storage Temperature . -55C ~ +150C T EDCON-Ser. E21003
DRW: Jason CHKD Wilson MATL: Wilson TOLERANCE Mason | DATE 10.05.2010 | International WxxM
APPD: Schumi FINISH Jamy Sheet No. 1from5 Serie: XX
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Fig. 1 — MAXIMUM FORWARD SURGE CURRENT
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Rating & Characteristics Curves (TA=25<T unless oth
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Fig. 2—DERATING CURVE
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NUMBER OF CYCLES AT 60 Hz 0
20 40 60 a0 120 140
AMBIENT TEMPERATURE, °C
Round Bridge Rectifier 1,5A
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Rating & Characteristics Curves (TA=25<T unless oth erwise noted)

Fig. 3 — TYPICAL FORWARD Fig. 4 — TYPICAL REVERSE
CHARACTERISTICS CHARACTERISTICS
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Round Bridge Rectifier 1,5A

EDCON-Ser. E21003
DRW: Jason CHKD Wilson MATL: Wilson TOLERANCE Mason | DATE 10.05.2010 | International WxxM
APPD: Schumi FINISH Jamy Sheet No. 3from 5 Serie: XX

www.edcon-components.com email: info@edcon-components.com

Copyright by EDCON-COMPONENTS




Ordering Informations

EDCON-COMPONENTS

EDCE

COMPONENTS

A& MEMBER OF EDCON-GROUF

EDC.ON MU el Y Lead function ROHS Package
Serie Type
| E21003 | | WxxM LL R | BG |
Look Voltage LL= Long R= ROHS BG= Polybag
Code Table Lead Conform
L4= Lead N= NON
Length 4mm ROHS
Conform
Round Bridge Rectifier 1,5A
EDCON-Ser. E21003
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Soldering Profile Curve

Classification Reflow Profile {JEDEC J-STD-020C)
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