
Superior UV Responce
Can by equipped with lens

Superior ESD Protection

Features

Applications

Long Life, easy installation
Green light source, fast reponce

Super Bright
Big Emitting Angle

Small Space lighting
Mechanicel equipments lights
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lm
Φ v (G) IF=350mA 150 210 lm
Φ v (R) IF=350mA 120 150

Pa ( R) IF=350mA 2,1 2,625

Typ. UnitItem

Item

Electrical Optical Characteristics ( ta=25°C)
Condition MinSymbol
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V
Vi B(G) IF=350mA 9 10 V
Vi ( R ) IF=350mA 6 7,5

IF=350mA 3,15 3,465 W

Whole Luminious Flux

Input Voltage (Dc)

Power Dissipation

lmΦ v (B) IF=350mA 30 45

W
Pa ( B/G)

5 g
Baerm Patern

Net Weight
BP --- --- 120 Deg

. Wei  

Symbol Value Unit
Operating Temperature Tope . +30 ~ + 85 °C
Storage Temperature Tstg . +40 ~ + 100 °C

Vi ( B, G ) 12 V
Input Voltage

Vi ( R ) 9 V

W
Input Current li 400 mA

Absolute Maximum Rating   (Ta=25°C)

Pa ( B,G ) 4,8 W
Power Dissipation

Pa ( R ) 3,6
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APPD: Schumi

Serie Function ROHS Packing

M32018 X R WC

X= No function
R= ROHS 
Conform

WC= White 
Carton

N= NON 
ROHS 

Conform

BP= Blister 
Pack


