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Technical Specifications:
Operating Temperature: .-40°C ~ 70°C
Rated Load: DC 30V /0,2A
Contact Resistance: < 0,03 Ohm
Insulation Resistance: > 100M Ohm
Withstanding Voltage: AC 500V (50Hz) 1min.
Actuating Force: 10 ~ 35N
Lifetime: 5000 cycles
Technical Drawing:
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Part No.: T36004
Customer:
DRW: Jason CHKD Wilson MATL: Wilson DATE 06.05.2007
APPD: Schumi FINISH Jamy Sheet 1 from 2
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Solder Profile

Lead Solder Lead free Solder
, . ‘ Classification Reflow Profile (JEDEC J-STD-<020C)
Classification Raflow Profila (JEDEC J-STD-020C)
300
275
2 275 q 25532€0¢C
2504 235 30T 250 e SSES
225 N o 2254 2VT iy
g 2001 1e3c i £ 200 vy =
g 175 o] 2 175-
£ 1580 }’1 160
g o g e
E 125 4 s max = 1254 ETRat mae
= 100 P 100 + Preheat
_ re heat 60-180s
75 4 60-120s 75 4
50 300s max 50 4 480s max
25 ' v 1 T 25 r : 1 T
0 50 100 150 200 0 50 100 150 200
Time(sec) Time(sec)
Ordering Informations:
[ Item-No. | [ ROHS | Packing | | | | |
[  T36004 | R BU | | | | |
R= ROHS BU= Bulk
N= Non (Standard)
ROHS TY= Tray
Packing
TU= Tube IEE1394-CONNECTOR
Packing
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