
Conductor Wire Copper

Rating: 60Volt
Dielectric withstand. 150V AC/minute
Temperature Range:
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Technical Specification

20 0,66 12,70 .+-0,15 328 100

Meter / ReelFeet/ Reel
Tolerance 

(mm)
O.D ( B)O.D ( A)Cores

25.-20°C ~ 105°C

Cores

UL2678
30
7/0.10mm
0,635mm
0,18mm
20~ 100Pos.

Technical Information

Part No.: T29003
DATE

Jamy
TOLERANCE Mason

Customer: 
10.04.2009

1 from 2
DRW: Jason
APPD: Schumi

Style
AWG
Construction
Pitch
Insulation thickness

Wilson
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CHKD
Sheet No. 

FLAT CABLE AWG28 Gray 
Pitch 0,635mm

EDCON-COMPONENTS

Wilson MATL:
FINISH



100= 100 
Meter/Reel

20=  
20~100Pos.

GR= Gray w. 
RED-Line
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Customer: 
APPD: Schumi FINISH Jamy

MATL: Wilson TOLERANCEDRW: Jason CHKD Wilson

FLAT CABLE AWG28 Gray 
Pitch 0,635mm

Part No.: T29003
Mason DATE 10.04.2009

20 GR 100

Serie Cores Color M/Reel

T29003

Ordering Informations
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