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Wire to Board Connector  
(Wafer) Straight Pin with 

Locating Peg
T68H009

DATE

x.xx

Drawing

B Key Nature LCP UL94V-0

Technical Discription

.-40°c to + 105°C
Brass
Matte SN over Ni
400V AC/DC

LCP   UL94V-0
LCP UL94V-0

Jamy

PCB Layout (mm)

14A AC/Dc f. 16AWG
15mΩ max.
1500VAC/ DC
1000MΩ Min

Tolerance

MATL:
FINISH

Voltage Rating:

Insulator Material:
A Key Black

±0,25

x.x

±0,40 ± 3°

Curent Rating:
Contact Resistance:
Withstanding Voltage:
Insulation Resistance:
Operating Temperature:
Contact Material:
Contact Plating:

Wilson
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No Pin A B

2 3,50 8,00

3 7,00 11,50

4 10,50 15,00

5 14,00 18,50

6 17,50 22,00

7 21,00 25,50

8 24,50 29,00

12 38,00 43,00
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Wire to Board Connector  
(Wafer) Straight Pin with 

Locating Peg
Part No.: T68H009

TOLERANCE Mason

Dimension (mm)
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GC= Gold 10µ

GB= Gold  5µ

GF= Gold Flash 
0,25~0,5µ

BU= Bulk-Ware 

TU= Tube 
Packing 

TC= Tube w. 
Cap Packing 

BL= Blue

GY= Gray A= A Key 
Function

N= NON ROHS 
Conform

SC= Selectiv 
Gold 10µ

SD= Selectiv 
Gold 15µ

SE= Selectiv 
Gold  30µ

RD= Red

GD= Gold 1,5µ

GE= Gold 3,0µ

SA= Selectiv 
Gold 3µ

NA= Natural

SB= Selectiv 
Gold 5µ

BG= Beige

GA= Gold 3µ

BR= Brass

APPD:

Look Table

Ordering Informations

NA= Nature

Sheet No. 

Copyright by S.Tiede

B= B Key 
Function

06.05.2024

TN= Tin Plated
R= ROHS 
ConformY= with Post     ( 

locating Peg)
PB= Phosphor 

Bronze
BK= Black

GN= Green

YE= Yellow

Serie

T68H009 YBR

DATECHKD Wilson

R BU

No. Of 
Position

Contact 
Plating

ROHSKey Function

A

Color of Body

BK02 TN

Wire to Board Connector  
(Wafer) Straight Pin with 

Locating Peg
Part No.: T68H009

WH= White

02= 2Pos.

with Post
Contact 
Material

www.edcon-components.com email: info@edcon-components.com

MATL: Wilson TOLERANCE Mason
Customer: 

3 from 4

Packing

IV= Individual 
Packing

TR= Tape/Reel 
Packing w. Cap 

w. needed

DRW: Jason
JamySchumi FINISH



Soldering Profile Curve
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Wire to Board Connector  
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Locating Peg
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